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Environmental Protection and Disposal

10 Environmental Protection and Disposal

10.1 Environmental Protection

Production Processes

No Release of Hazardous Substan-
ces

Significant Components

10.2 Disposal

Return of Products

Packaging

Batteries and Accumulators

Recycling

The products are made with energy- and resource-optimized production pro-
cesses which allow re-using and recycling the resulting waste. We regularly try
to replace pollutant-loaded raw materials and supplies by more environment-
friendly alternatives.

Our products do not contain any hazardous substances which may be released
in the case of appropriate use. Normally, our products will not have any negativ
influences on the environment.

Basically, our products contain the following components:

Electronic devices Motors

* steel * steel

e aluminum e aluminum

* copper * copper

* synthetic materials * brass

* electronic components and modules * magnetic materials

* electronic components and modules

Our products can be returned to our premises free of charge for disposal. It is
a precondition, however, that the products are free of oil, grease or other dirt.

Furthermore, the products returned for disposal must not contain any undue
foreign material or foreign components.
Send the products "free domicile” to the following address:

Bosch Rexroth AG

Electric Drives and Controls
Buergermeister-Dr.-Nebel-Strasse 2
97816 Lohr am Main, Germany

The packaging materials consist of cardboard, wood and polystyrene. These
materials can be recycled anywhere without any problem.

For ecological reasons, please refrain from returning the empty packages to
us.

Batteries and accumulators can be labeled with this symbol.

The symbol indicating "separate collection" for all batteries and accu-
mulators is the crossed-out wheeled bin.

The end user within the EU is legally obligated to return used batteries. Outside
the validity of the EU Directive 2006/66/EC keep the stipulated directives.

Used batteries can contain hazardous substances, which can harm the envi-
ronment or the people’s health when they are improper stored or disposed of.

After use, the batteries or accumulators contained in Rexroth products have to
be properly disposed of according to the country-specific collection.

Most of the products can be recycled due to their high content of metal. In order
to recycle the metal in the best possible way, the products must be disassem-
bled into individual modules.



60/69 Bosch Rexroth AG DOK-SUPPL*-VDP16/40/60-PR03-EN-P
Rexroth IndraControl VDP 16.1/40.1/60.1 Operator Display

Environmental Protection and Disposal

Metals contained in electric and electronic modules can also be recycled by
means of special separation processes.

Products made of plastics can contain flame retardants. These plastic parts are
labeled according to EN ISO 1043. They have to be recycled separately or
disposed of according to the valid legal requirements.
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11.1
11.1.1

Ordering Information

Type Designation Code
General Information

Bosch Rexroth AG

61/69

Ordering Information

According to the following type designation codes there are different variants

of the VDP 16.1, VDP 40.

11.2 VDP 16.1

1, and VDP 60.1 displays.

Abbrev.

Column ’

Example:

»
{[Zz]o =~
[[@ |~
N

|| T |
2R
|| Z |

[[Z]o

Product

Front panel and display

Rexroth Design
12", touchcscreen

12", with 16 machine
function keys (MTX)

Additional option

without

Control panel interface

Interface

G4 display interface

Other design

without

Note:

@ Interface "PS" is not available with front panel "BB" (touch screen)

Fig.11-1:

Type designation code VDP 16.1
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11.3

VDP 40.1
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e

Abbrev.
Column 112|3|/4/5|6(7|8|9

Product T T 17T

VDP ........ =VDP

Line
40 .. =40

Front panel and display

Rexroth Design

15" touch screen. . .......... =BE
15", with 16 machine function

keys MTX)................. =BI

Additional option
without....................... =N

Control panel interface
G4 display interface. . ................. =G4

Interface

1
0 2
| Example: V|D|P|4/0| .1 B|EN|-|G|4 - P

Other design

without......... ... ... .. .. . =NN
PROFIBUS-DPSlave ...................... =pPS@®

without. . ... ... .

Note:

@ Interface "PS" is not available with front panel "BE" and "AG" (touch screen)

Fig. 11-2: Type designation code VDP 40. 1




DOK-SUPPL*-VDP16/40/60-PR03-EN-P Bosch Rexroth AG 63/69
Rexroth IndraControl VDP 16.1/40.1/60.1 Operator Display

Ordering Information

114  VDP 60.1

Abbrev.
Column I123456789

Example:|V|D|P|6

o

—

vs)

—
{|Z |0~
1
ALY
N

1
|| T |

Product

Front panel and display
Rexroth Design

12", with machine function keys
and alphanumeric

Additional option
without. . ............. ... .. ... =N

Control panel interface
G4 display interface. . . ............. =G4

Interface
without . ........ .. ... . ... = NN
PROFIBUS-DPslave ................... =PS

Other design
without . ........ ... ... =NN

Fig.11-3: Type designation code VDP 60.1
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11.5 Accessories
11.5.1  Y-Repeater

Connection unit for connecting two operating units (VDP 16.1/40.1/60.1) with
the same resolution and of the same design with a control cabinet PC (IPC).

Order code Parts number Description
VACO01.1S-YG4-NNNN R911307623 Y-repeater for G4 display interface
Fig.11-4. Y-repeater

11.5.2  Connecting Cable to Control Cabinet PC IPC 40.2

If an Y-repeater is used, the following cables are utilized to connect conctrol
cabinet PC (IPC) and Y-repeater as well as to connect Y-repeater and VDP.
The specified maximum lengths must be observed, see "X31, X32, X33 — G4
display interfaces" on page 51.

Order code Parts number Description
BKS-U-H-G4****-|PCVDP-001,0-P R911307684 Connecting cable control cabinet PC
(IPC) - VDP, highly flexible, 1 m
BKS-U-H-G4****-|PCVDP-005,0-P R911306043 Connecting cable control cabinet PC
(IPC) - VDP, highly flexible, 5 m
BKS-U-H-G4****-|PCVDP-010,0-P R911306046 Connecting cable control cabinet PC
(IPC) - VDP, highly flexible, 10 m
BKS-U-H-G4****-|PCVDP-015,0-P R911308482 Connecting cable control cabinet PC
(IPC) - VDP, highly flexible, 15 m
BKS-U-H-G4****-|PCVDP-020,0-P R911306047 Connecting cable control cabinet PC
(IPC) - VDP, highly flexible, 20 m
BKS-U-H-G4****-|PCVDP-030,0-P R911306048 Connecting cable control cabinet PC
(IPC) - VDP, highly flexible, 30 m

Fig.11-5: Connecting cable fo control cabinet PC IPC 40.2
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12 Service and Support

Our service helpdesk at our headquarters in Lohr, Germany and our worldwide
service will assist you with all kinds of enquiries. You can reach us around the
clock - even on weekend and on holidays.

Service Hotline

Helpdesk
Worldwide
Phone +49 (0) 9352 40 50 60 Outwith Germany please con-
Fax +49 (0) 9352 40 49 41 tact our sales/service office in

your area first.

For hotline numbers refer to
E-mail service.svc@boschrexroth.de  the sales office addresses on

the Internet.
http://www.boschrexroth.com
Internet You will also find additional notes regarding service, mainte-
nance (e.g. delivery addresses) and training.
Preparing Information  For quick and efficient help please have the following information ready:
®  Detailed description of the fault and the circumstances

e Information on the type plate of the affected products, especially type co-
des and serial numbers

®  Your phone, fax numbers and e-mail address so we can contact you in
case of questions.


mailto:service.svc@boschrexroth.de
http://www.boschrexroth.com

VICPAS

HMI Parts Center
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B
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Buttons
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C
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D
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Display and operating components..................... 37
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E
Electric drive system..............c 13
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F
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Function and operating keys (F... + OP...).......... 39
G
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H
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I
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Consequences, exclusion of liability ............ 11
Intefaces
Y-repeater ........uuuuueumiii 50
INterfaces......cuvvvvvieieiiiiieiiie 45
Combined keyboard/mouse interface .......... 48
G4 display interface ..........cccccvvviiiiiiieennnnn. 48
Mouse interface .........ccccooeeviiiiciiiiiieeeeee 48
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K
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L
LEDs
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M
Maintenance...........ccccoo o 55
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M-keys VDP 16.1 and VDP 40.1..........ccccvveeennn. 40
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Mounting cut-out.............ccceviiiiiiiiiiiiiiiie 32
Mouse interface........ccccoevvveiiiieeeee, 48
o
Operating and error displays........ccccueeveeieninnenn. 37
Ordering information.............cccccceeiiiiiiiiiiieee. 61
P
Packaging........c.cocoooeiiii 59
PELV .ot 17
Position of the Buttons..............cccccoeiiiinn, 39
Production processes........cccceeveeviiiiiieeeeeniiieeees 59
PROFIBUS DP interface.........ccccccvveeviiiiiieennenn. 49
Protective extra-low voltage..........cccccccveeeeiiiinne 17
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..................................................................... 48
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Y
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Y-Repeater
ConNNECHiONS .....vvviiiiiiieee e 51
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